
FRONT BACKMade In Thailand 

BSM460M-72HBD
Efficiency up to 21.2% 
Bi-facial mono perc 440 w- 460 w

Dimensions:2094*1038*30mm
Weight:28kg 
Max. System Voltage: 1500 V (IEC/UL)

PERFORMANCE WARRANTY

GREAT PERFORMANCE AND RELIABILITY MANAGEMENT SYSTEM CERTIFICATES

PRODUCT CERTIFICATES

Enhanced Product Warranty on Materials
and Workmanship*

Bi-facial Perc Half Cut Technology 

Better Energy Yield 

Power Degradation -0.45%/30 Years Linear Warranty 

TUV SUD Anti PID Certificated 

IP68 Junction Box/High Water Proof Level 

Reduced Hot Spot Risk 

15
Years

30
Years

Linear Power Performance Warranty* 
*According to the applicable Bluesun
Solar Limited Warranty Statement.

HEX4

166

Long Beach, CA Stock 
Best Commerical Selling (1GW+Shipped)

Same Day Shipping

US Warehouse Location: Long Beach, CA
*Release BSM370M-60HPH(355-370W)_V.23_08

BLUESUN SOLAR CO.,LTD
Add:1499 Zhenxing Road, Shushan District,230031 Hefei,China  
Tel:+86 (158) 5821 3997 Fax:+86 (551) 6565 2651   
E-mail:info@bluesunpv.com 　Http://www.bluesunpv.com
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ELECTRICAL PARAMETERS
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I-V CURVEMECHANICAL SPECIFICATION
Cell Type

Cell Arrangement

Back Glass

3/6

Anodized Aluminium Alloy
36pcs/carton, 648pcs/40hq

IP68

OPERATING CONDITIONS TECHNICAL DRAWINGS

Operating Temperature

Safety Class

Resistance

Connector

Backside Output Ratio*
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Temperature Coefficient Isc
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MOUNTING HOLE
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Packing Configuration (1)

Packing Configuration (for

BSM440M-72HBD
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, Ambient Temperature 20°C, Air Mass AM1.5, Wind Speed 1m/s


